EXHIBIT 3
RECEIVER PERFORMANCE RESULTS
OPERATING FREQUENCY 1000 kHz




GE, Model: 7-4852A Desired: 1000 kHz

Initial Calibration - no undesired signal present
Gen. Setting: 21.3 dBuV, = 12 dB SINAD (25% Distortion)

Mode: Common Mode

Undesired = 545 kHz = 12.0 dB SINAD
High Side = 74.3 dBuV (Limit = 60.0 dBuV)
Low Side =74.0 dBuV (Limit = 60.0 dBpV)
Comments: No degradation

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 80.5 dBuV (Limit = 60.0 dBuV)
Low Side =80.3 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 1000 kHz = N/A dB SINAD
High Side = 48.1 dBuV (Limit = 60.0 dBuV)
Low Side =48.0 dBpV (Limit = 60.0 dBuV)
Comments: Below general limit of 48 dBuV, not measurable

Undesired = 1545 kHz = 12.0 dB SINAD
High Side = 63.5 dBuV (Limit = 60.0 dBpV)
Low Side =63.0 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 2000 kHz = 12.0 dB SINAD
High Side = 69.5 dBuV (Limit = 69.5 dBuV)
Low Side =69.7 dBuV (Limit = 69.5 dBpV)
Comments: No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 69.8 dBuV (Limit = 69.5 dBuV)
Low Side =70.2 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Limit = Class A




KOSS, Model: HG912 Desired: 1000 kHz

Initial Calibration - no undesired signal present
Gen. Setting: -1.9 dBuV, = 12 dB SINAD (25% Distortion)

Mode: Common Mode

Undesired = 545 kHz = 12.0 dB SINAD
High Side = 78.8 dBuV (Limit = 60.0 dBpV)
Low Side = 77.9 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 68.3 dBuV (Limit = 60.0 dBuV)
Low Side = 67.6 dBuV (Limit = 60.0 dBpV)
Comments: No degradation

Undesired = 1000 kHz = 10.0 dB SINAD
High Side = 27.4 dBuV (Limit = 60.0 dBuV)
Low Side =27.2 dBuV (Limit = 60.0 dBpV)
Comments: Below general limit of 48 dBuV

Undesired = 1545 kHz = 12.0 dB SINAD
High Side = 67.2 dBuV (Limit = 60.0 dBpV)
Low Side = 67.6 dBpV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 2000 kHz = 12.0 dB SINAD
High Side = 73.7 dBuV (Limit = 69.5 dBuV)
Low Side = 74.2 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 70.6 dBuV (Limit = 69.5 dBuV)
Low Side = 71.0 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Limit = Class A




RADIO SHACK, Model: 12-639A Desired: 1000 kHz

Initial Calibration - no undesired signal present
Gen. Setting: 0.5 dBuV, = 12 dB SINAD (25% Distortion)

Mode: Common Mode

Undesired = 545 kHz = 12.0 dB SINAD
High Side = 67.6 dBuV (Limit = 60.0 dBuV)
Low Side =67.0 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 455 kHz = 10.0 dB SINAD
High Side = 59.8 dBuV (Limit = 60.0 dBuV)
Low Side =59.0 dBuV (Limit = 60.0 dBpV)
Comments: Above general limit, below Class A

Undesired = 1000 kHz = N/A dB SINAD
High Side = 48.8 dBuV (Limit = 60.0 dBpV)
Low Side =48.7 dBuV (Limit = 60.0 dBpV)
Comments: Below general limit of 48 dBuV. not measurable

Undesired = 1545 kHz = 12.0 dB SINAD
High Side = 68.7 dBuV (Limit = 60.0 dBuV)
Low Side = 62.4 dBpV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 2000 kHz = 12.0 dB SINAD
High Side = 72.6 dBuV (Limit = 69.5 dBuV)
Low Side = 71.2 dBuV (Limit =69.5 dBuV)
Comments: No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 70.8 dBuV (Limit = 69.5 dBuV)
Low Side =70.9 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Limit = Class A



RCA. Model: RP7700A Desired: 1000 kHz

Initial Calibration - no undesired signal present
Gen. Setting: -0.5 dBuV, = 12 dB SINAD (25% Distortion)

Mode: Common Mode

Undesired = 545 kHz = 12.0 dB SINAD
High Side = 65.1 dBuV (Limit = 60.0 dBuV)
Low Side = 64.5 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 65.7 dBuV (Limit = 60.0 dBuV)
Low Side =65.0 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 1000 kHz = 10.0 dB SINAD
High Side = 31.9 dBuV (Limit = 60.0 dBuV)
Low Side =31.5 dBuV (Limit = 60.0 dBuV)
Comments: Below general limit of 48 dBuV

Undesired = 1545 kHz = 12.0 dB SINAD
High Side = 69.7 dBuV (Limit = 60.0 dBuV)
Low Side =69.6 dBuV (Limit = 60.0 dBpV)
Comments: No degradation

Undesired = 2000 kHz = 12.0 dB SINAD
High Side = 77.5 dBuV (Limit = 69.5 dBpV)
Low Side =77.8 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 70.5 dBuV (Limit = 69.5 dBpV)
Low Side = 70.8 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Limit = Class A




SHARP, Model: MDXS Desired: 1000 kHz

Initial Calibration - no undesired’signal present
Gen. Setting: 10.5 dBuV, = 12 dB SINAD (25% Distortion)

Mode: Common Mode

Undesired = 545 kHz = 12.0 dB SINAD
High Side = 78.9 dBuV (Limit = 60.0 dBuV)
Low Side =78.2 dBuV (Limit =60.0 dBuV)
Comments: No degradation

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 79.3 dBuV (Limit = 60.0 dBuV)
Low Side =79.5 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 1000 kHz = 10.0 dB SINAD
High Side = 27.4 dBuV (Limit = 60.0 dBuV)
Low Side =26.8 dBuV (Limit = 60.0 dBuV)
Comments: Below general limit of 48 dBpV

Undesired = 1545 kHz = 12.0 dB SINAD
High Side = 75.2 dBpV (Limit = 60.0 dBuV)
Low Side = 73.7 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 2000 kHz = 12.0 dB SINAD
High Side = 84.4 dBuV (Limit = 69.5 dBuV)
Low Side = 83.2 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 76.0 dBuV (Limit = 69.5 dBuV)
Low Side =74.7 dBuV (Limit =69.5 dBuV)
Comments: No degradation

Limit = Class A




SONY, Model: ICF-C25 Desired: 1000 kHz

H Initial Calibration - no undesired signal present
| Gen. Setting: -5.5 dBpV, = 12 dB SINAD (25% Distortion)

“ Mode: Common Mode
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o Undesired = 545 kHz = 12.0 dB SINAD
High Side = 81.3 dByV (Limit = 60.0 dBuV)
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Mm Low Side = 80.6 dByV (Limit = 60.0 dBpV)
| Comments: No degradation

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 69.1 dBuV (Limit = 60.0 dBuV)
Low Side =68.4 dBpV (Limit = 60.0 dBpV)
Comments: No degradation

Undesired = 1000 kHz = N/A dB SINAD
High Side = 48.1 dBpV (Limit = 60.0 dBpuV)
Low Side =48.3 dBuV (Limit = 60.0 dBpV)
Comments: Below general limit of 48 dBuV, not measurable

Undesired = 1545 kHz = 12.0 dB SINAD
High Side = 60.0 dBuV (Limit = 60.0 dBpV)
Low Side = 60.1 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 2000 kHz = 12.0 dB SINAD
High Side = 69.9 dBuV (Limit = 69.5 dBuV)
Low Side =73.9 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 69.9 dBuV (Limit = 69.5 dBuV)
Low Side = 69.7 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Limit = Class A




EXHIBIT 4
RECEIVER PERFORMANCE RESULTS
OPERATING FREQUENCY 1500 kHz




GE, Model: 7-4852A Desired: 1500 kHz

Initial Calibration - no undesired signal present
Gen. Setting: -18.1 dBuV. = 12 dB SINAD (25% Distortion)

Mode: Common Mode

Undesired = 1045 kHz = 12.0 dB SINAD
High Side = 66.5 dBuV (Limit = 60.0 dBuVv)
Low Side =66.5 dBuV (Limit = 60.0 dBpV)
Comments: No degradation

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 80.3 dBuV (Limit = 60.0 dBuV)
Low Side = 80.2 dBpV (Limit = 60.0 dBpV)
Comments: No degradation

Undesired = 1500 kHz = N/A dB SINAD
High Side = 48.0 dBuV (Limit = 60.0 dBuV)
Low Side = 48.1 dBpV (Limit = 60.0 dBuV)
Comments: Below general limit of 48 dBuV, not measurable

Undesired = 2545 kHz = 12.0 dB SINAD
High Side = 71.0 dBuV (Limit = 69.5 dBpV)
Low Side = 71.8 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 80.2 dBuV (Limit = 69.5 dBuV)
Low Side = 80.3 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 4500 kHz = 12.0 dB SINAD
High Side = 69.8 dBuV (Limit = 69.5 dBuv)
Low Side = 70.3 dBpV (Limit = 69.5 dBpV)
Comments: No degradation

Limit = Class A




KOSS. Model: HG912 Desired: 1500 kHz

Initial Calibration - no undesired signal present
Gen. Setting: 2.0 dBuV, = 12 dB SINAD (25% Distortion)

Mode: Common Mode

Undesired = 1045 kHz = 12.0 dB SINAD
High Side = 70.1 dBuV (Limit = 60.0 dBuV)
Low Side = 769.9 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 74.2 dBuV (Limit = 60.0 dBuV)
Low Side = 73.6 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 1500 kHz = 10.0 dB SINAD
High Side = 27.5 dBuV (Limit = 60.0 dBpV)
Low Side =27.9 dBuV (Limit = 60.0 dBuV)
Comments: Below general limit of 48 dBuV

Undesired = 2545 kHz = 12.0 dB SINAD
High Side = 77.3 dBuV (Limit = 69.5 dBu V)
Low Side = 78.5 dBuV (Limit =69.5 dBuV)
Comments: No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 72.6 dBuV (Limit = 69.5 dBuV)
Low Side =73.0 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 4500 kHz = 10.0 dB SINAD
High Side = 69.5 dBuV (Limit = 69.5 dBpV)
Low Side = 70.3 dBuV (Limit = 69.5 dBpV)

Comments: At Class A upper limit

Limit = Class A




RADIO SHACK, Model: 12-639A Desired: 1500 kHz

Initial Calibration - no undesired signal present
Gen. Setting: 0.5 dBuV, = 12 dB SINAD (25% Distortion)

Mode: Common Mode

Undesired = 1045 kHz = 12.0 dB SINAD
High Side = 61.7 dBuV (Limit = 60.0 dBpV)
Low Side = 61.3 dBuV (Limit = 60.0 dBpV)
Comments: No degradation

Undesired = 455 kHz = 10.0 dB SINAD
High Side = 58.8 dBuV (Limit = 60.0 dBuV)
Low Side = 58.1 dBuV (Limit = 60.0 dBuV)
Comments: Above general limit, below Class A

Undesired = 1500 kHz = N/A dB SINAD
High Side = 48.0 dBuV (Limit = 60.0 dBuV)
Low Side =46.8 dBuV (Limit = 60.0 dBuV)
Comments: Below general limit of 48 dBuV, not measurable

Undesired = 2545 kHz = 12.0 dB SINAD
High Side = 71.9 dBpV (Limit = 69.5 dBuV)
Low Side =722 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 70.1 dBuV (Limit = 69.5 dBuV)
Low Side =70.0 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 4500 kHz = 12.0 dB SINAD
High Side = 70.9 dBuV (Limit = 69.5 dBpV)
Low Side =70.3 dBuV (Limit =69.5 dBuV)
Comments: No degradation

Limit = Class A




RCA, Model: RP7700A Desired: 1500 kHz

Initial Calibration - no undesired signal present
Gen. Setting: -0.5 dBuV, = 12.dB SINAD (25% Distortion)

Mode: Common Mode
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Undesired = 1045 kHz = 12.0 dB SINAD
High Side = 65.2 dBuV (Limit = 60.0 dBuV)
Low Side = 64.8 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 74.3 dBuV (Limit = 60.0 dBuV)
Low Side = 73.5 dBuV (Limit = 60.0 dBuV)

Comments: No degradation

Undesired = 1500 kHz = 10.0 dB SINAD
High Side = 15.0 dBuV (Limit = 60.0 dBuV)
Low Side = 14.9 dBuV (Limit = 60.0 dBuV)
Comments: Below general limit of 48 dBuV

Undesired = 2545 kHz = 12.0 dB SINAD
High Side = 73.0 dB uV (Limit = 69.5 dBuV)
Low Side = 73.4 dBpV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 3000 kHz =12.0 dB SINAD
High Side = 71.2 dBuV (Limit = 69.5 dBuV)
Low Side =71.4 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 4500 kHz = 12.0 dB SINAD
High Side = 71.6 dBuV (Limit = 69.5 dBupV)
Low Side = 71.5 dByuV (Limit = 69.5 dBuV)
Comments: No degradation

Limit = Class A



SHARP, Model: MDXS Desired: 1500 kHz

Initial Calibration - no undesired signal present
Gen. Setting: 2.6 dBuV, = 12.dB SINAD (25% Distortion)

Mode: Common Mode

Undesired = 1045 kHz = 12.0 dB SINAD
High Side = 73.8 dBuV (Limit = 60.0 dBpV)
Low Side = 72.7 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 78.8 dBuV (Limit = 60.0 dBpV)
Low Side = 78.1 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 1500 kHz = 10.0 dB SINAD
High Side = 27.6 dBuV (Limit = 60.0 dBirV)
Low Side = 27.7 dBuV (Limit = 60.0 dBuV)
Comments: Below general limit of 48 dB uV

Undesired = 2545 kHz = 12.0 dB SINAD
High Side = 77.5 dBuV (Limit = 69.5 dBuVv)
Low Side = 76.7 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 70.9 dBuV (Limit = 69.5 dBuV)
Low Side = 70.6 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 4500 kHz = 12,0 dB SINAD
High Side = 78.8 dBuV (Limit = 69.5 dBuV)
Low Side = 77.3 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Limit =Class A




SONY, Model: ICF-C25 Desired: 1500 kHz

Initial Calibration - no undesired signal present
Gen. Setting: -1.0 dBuV, = 12 dB SINAD (25% Distortion)

Mode: Common Mode

Undesired = 1045 kHz = 12.0 dB SINAD
High Side = 69.3 dBuV (Limit = 60.0 dBuV)
Low Side = 69.2 dBuV (Limit = 60.0 dBuV)

Comments: No degradation

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 70.8 dBuV (Limit = 60.0 dBuV)
Low Side = 70.8 dBuV (Limit = 60.0 dBpV)

Comments: No degradation

Undesired = 1500 kHz = N/A dB SINAD
High Side = 48.2 dBuV (Limit = 60.0 dBuV)
Low Side = 48.0 dBuV (Limit = 60.0 dBuV)
Comments: Below general limit of 48 dBuV., not measurable

Undesired = 2545 kHz = 12.0 dB SINAD
High Side = 69.9 dBuV (Limit = 69.5 dBuV)
Low Side = 69.7 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 72.5 dBuV (Limit = 69.5 dBuV)
Low Side =72.8 dBpV (Limit = 69.5 dBpV)
Comments: No degradation

Undesired = 4500 kHz =_12.0 dB SINAD
High Side = 70.2 dBuV (Limit = 69.5 dBuV)
Low Side = 72.0 dBuV (Limit = 69.5 dBpV)
Comments: No degradation

Limit = Class A




EXHIBIT S
RECEIVER PERFORMANCE RESULTS
DIFFERENTIAL MODE - SONY RECEIVER
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SONY, Model: ICF-C25 Desired: 600 kHz

Initial Calibration - no undesired signal present
Gen. Setting: -4.5 dBuV, = 12 dB SINAD (25% Distortion)

Mode: Differential Mode - High Side

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 80.6 dBuV (Limit = 60.0 dBuV)
Low Side = 76.0 dBpV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 600 kHz = N/A dB SINAD
High Side = 48.0 dBuV (Limit = 60.0 dBuVv)
Low Side =43.5 dBuV (Limit = 60.0 dBuV)
Comments: Below General Limit of 48 dBuV, not measurable

Undesired = 745 kHz = 12.0 dB SINAD
High Side = 76.3 dBuV (Limit = 60.0 dBpV)
Low Side = 73.1 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 1200 kHz = 12.0 dB SINAD
High Side = 76.7 dBu'V (Limit = 60.0 dBuVv)
Low Side = 73.0 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 1800 kHz = 12.0 dB SINAD
High Side = 75.4 dBuV (Limit = 69.5 dBuV)
Low Side = 75.7 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Limit = Class A



SONY. Model: ICF-C25 Desired: 600 kHz

Initial Calibration - no undesired signal present
Gen. Setting: -4.5 dBuV, = 12 dB SINAD (25% Distortion)

Mode: Differential Mode - Low Side

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 76.1 dBuV (Limit = 60.0 dBuV)
Low Side = 80.2 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 600 kHz = N/A dB SINAD
High Side = 43.6 dBuV (Limit = 60.0 dBuV)
Low Side =48.0 dBuV (Limit = 60.0 dBuV)
Comments: Below General Limit of 48 dBuV, not measurable

Undesired = 745 kHz = 12.0 dB SINAD
High Side = 78.0 dBuV (Limit = 60.0 dBuVv)
Low Side =81.9 dBuV (Limit = 60.0 dBpV)
Comments: No degradation

Undesired = 1200 kHz = 12.0 dB SINAD
High Side = 72.8 dBuV (Limit = 60.0 dBuV)
Low Side =76.2 dBuV (Limit =60.0 dBuV)
Comments: No degradation

Undesired = 1800 kHz = 12.0 dB SINAD
High Side = 69.4 dBuV (Limit = 69.5 dBuV)
Low Side =75.1 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Limit = Class A



SONY, Model: ICF-C25 Desired: 1000 kHz

Initial Calibration - no undesired signal present
Gen. Setting: -5.5 dBuV, = 12 dB SINAD (25% Distortion)

Mode: Differential Mode - High Side

[

Undesired = 545 kHz = 12.0 dB SINAD
High Side = 88.4 dBuV (Limit = 60.0 dBpV)
Low Side = 83.7 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 88.8 dBuV (Limit = 60.0 dBpV)
Low Side = 84.1 dBuV (Limit = 60.0 dBpV)
Comments: No degradation

Undesired = 1000 kHz = N/A dB SINAD
High Side = 48.0 dBuV (Limit = 60.0 dBuV)
Low Side =45.3 dBuV (Limit = 60.0 dBuV)
Comments: Below general limit of 48 dBuV, not measurable

Undesired = 1545 kHz = 12.0 dB SINAD
High Side = 76.8 dBuV (Limit = 60.0 dBuV)
Low Side = 73.3 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 2000 kHz = 12.0 dB SINAD
High Side = 72.0 dBuV (Limit = 69.5 dBuV)
Low Side = 76.7dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 72.9 dBuV (Limit = 69.5 dBuV)
Low Side = 58.4 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Limit = Class A




SONY, Model: ICF-C25 Desired: 1000 kHz

Initial Calibration - no undesired signal present
Gen. Setting: -5.5 dBuV, = 12 dB SINAD (25% Distortion)

Mode: Differential Mode - Low Side

Undesired = 545 kHz = 12.0 dB SINAD
High Side = 80.5 dBuV (Limit = 60.0 dBuV)
Low Side = 84.7 dBuV (Limit = 60.0 dBpuV)
Comments: No degradation

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 84.9 dBuV. (Limit = 60.0 dBpV)
Low Side = 80.8 dBuV (Limit = 60.0 dBuV)

Comments: No degradation

Undesired = 1000 kHz = N/A dB SINAD
High Side =45.2 dBuV (Limit = 60.0 dBuV)
Low Side = 48.0 dBuV (Limit = 60.0 dBuV)
Comments: Below general limit of 48 dBuV, not measurable

Undesired = 1545 kHz = 12.0 dB SINAD
High Side = 70.8 dBuV (Limit = 60.0 dBpV)
Low Side = 73.6 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 2000 kHz = 12.0 dB SINAD
High Side = 75.6 dBuV (Limit = 69.5 dBuV)
Low Side = 70.0 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 59.3 dBuV (Limit = 69.5 dBpV)
Low Side = 73.1 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Limit = Class A




SONY, Model: JCF-C25 Desired: 1500 kHz

Initial Calibration - no undesired signal present
Gen. Setting: -1.0 dBuV, = 12.dB SINAD (25% Distortion)

Mode: Differential Mode - High Side

Undesired = 1045 kHz = 12.0 dB SINAD
High Side = 70.1 dBuV (Limit = 60.0 dBuV)
Low Side = 65.7 dBuV (Limit = 60.0 dBpV)
Comments: No degradation

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 77.6 dB uV (Limit = 60.0 dBuV)
Low Side =72.8 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 1500 kHz = N/A dB SINAD
High Side = 48.0 dBuV (Limit = 60.0 dBuV)
Low Side =48.1 dBuV (Limit = 60.0 dBuV)
Comments: Below general limit of 48 dBuV, not measurable

Undesired = 2545 kHz = 12.0 dB SINAD
High Side = 74.8 dBuV. (Limit = 69.5 dBu'V)
Low Side = 67.6 dBpV (Limit = 69.5 dBuV)
Comments; No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 73.7 dBuV. (Limit = 69.5 dBuV)
Low Side = 60.9 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 4500 kHz = 12.0 dB SINAD
High Side = 70.8 dBuV (Limit = 69.5 dBuV)
Low Side = 58.1 dBuV (Limit =69.5 dBuV)
Comments: No degradation

Limit = Class A




SONY, Model: ICF-C25 Desired: 1500 kHz

Initial Calibration - no undesired signal present
Gen. Setting: -1.0 dBuV, = 12 dB SINAD (25% Distortion)

Mode: Differential Mode - Low Side

Undesired = 1045 kHz = 12.0 dB SINAD
High Side = 73.4 dBpV (Limit = 60.0 dBupV)
Low Side =77.2 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 455 kHz = 12.0 dB SINAD
High Side = 84.5 dBuV (Limit = 60.0 dBuV)
Low Side = 80.3 dBuV (Limit = 60.0 dBuV)
Comments: No degradation

Undesired = 1500 kHz = N/A dB SINAD
High Side = 46.1 dBuV (Limit = 60.0 dBpV)
Low Side =48.2 dBuV (Limit = 60.0 dBpV)
Comments: Below general limit of 48 dBuV. not measurable

Undesired = 2545 kHz = 12.0 dB SINAD
High Side = 65.9 dBuV (Limit = 69.5 dBuV)
Low Side =75.8 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 3000 kHz = 12.0 dB SINAD
High Side = 60.1 dBuV (Limit = 69.5 dBpV)
Low Side =73.8 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Undesired = 4500 kHz = 12.0 dB SINAD
High Side = 56.1 dBuV (Limit = 69.5 dBuV)
Low Side =71.8 dBuV (Limit = 69.5 dBuV)
Comments: No degradation

Limit = Class A




